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System Function

Emergency Landing 
Device
In case of power failure, car 
will leveling at nearest floor 
and remain the door open.

Seismic Operation
In case of earthquake, car 
will leveling at nearest floor 
and remain the door open.

VIP Operation
Preset hall registration will 
be answer priority.

Attendant Operation
When attendant switch is on, 
built in the COP, the elevator 
can operate by attendant 
only.

Access card
All registration will not accept 
by system before the access 
card is accept by system.

Infrared door safety
The door will reopen when 
barrier appear within infrared 
sensor.

Infrared screen door safety
The door will reopen when 
barrier appear within infrared 
sensor.

Bypass hall call
System will temporary 
bypass the hall registration 
when a full load signal is 
detected.

Extend door open waiting 
time
When this button is pressed, 
on the COP, the door open 
waiting time will be longer 
than normal.

Auto leveling
When leveling error is 
greater than 2 cm, elevator 
will auto re-leveling in the 
situation of door is open.

Auto dialing system
Elevator passenger can 
communicate with building 
manager or with preset 
telephone number.

Fireman's operation
Elevator will automatic 
leveling at ground floor, 
in case of fire, not only to 
disperse passenger but also 
to serve the firefighter.

Voice services
Broadcast floor information & 
door information & direction 
information and other preset 
information.

Hall lock control
A switch, built-in the HOP, 
use to turn-off elevator.

Group control
Dispatch elevator in the mode 
of intelligent.

Monitoring system
Building manager can monitor 
elevator position & direction 
and communicate with 
passenger by intercom.

Central management
Community manager can 
monitor elevator position 
& direction & breakdown 
signal and communicate with 
passenger by intercom.

Remote monitoring
Elevator breakdown 
signal transmitted to the 
service center through 
telecommunication cable 
enable the technician 
to response as soon as 
possible.

Flight control timer
For security, a limited 
operation time can be 
presetting according to the 
elevator travel.

Safety landing
Elevator will leveling at 
nearest floor and keep 
door open after a harmless 
breakdown signal is detecte.

Door interruption
System will shutdown if door 
unable close completely 
after a presetting time.

Anti-nuisance operation
System will cancel rest 
registration according to 
elevator situation.

Car homing
Elevator will homing when 
finish the last service; in 
case of group control, 
system will dispatch elevator 
to the preset floor.

Cancel reverse car call
Reverse registration on 
COP will not be accept by 
system.

Door open waiting time
Door open waiting time can 
be preset for specific floor.

Hall button stuck 
operation
After elevator answer a hall 
registration but the signal 
is still going on, system 
will temporary ignore 
this registration until the 
malfunction is exclude.

Next floor landing
If elevator landing at 
destination but door unable 
open, the elevator will travel 
to the next registered floor.

Auto cut-off car light & fan
System will cut-off, after a 
preset standby time, the 
power for Car light & fan 
as well as power for control 
panel cooling fan & inverter.

Motor overheat protection
Car will leveling at nearest 
floor then keep door open 
when motor overheat signal 
been detected by controller.

Safety edge
The door will reopen when 
the safety edge touches a 
barrier.

Overload protection
When overload signal is 
detect by system, the buzzer 
will on and door will remain 
open until the extra load is 
been remove.

Emergency light & 
interphone
Emergency light will switch on
automatically when power
failure, passenger can use
interphone to communicate 
with building manager for 
rescue.

Standard function Optional function



Inquiry Form 
 Inquiry Form 

Note：Please fill out this form and send it to us by fax or visit our website for quotations

Tel：(886-2)27621262 Fax：(886-2)27603753

E-mail：fuji.export@msa.hinet.net

Website：www.fuji-elevator.com.tw

1. Company name :

2. Address :

3. Country :  Business category :

4. Tel : Fax :

5. Coordinator  : Title :

6. Market territory :

7. E-mail :

Customer profile

1. Project : Building category :

2. Elevator type :

3. Capacity : Kg / Persons Speed : m/sec

4. Quantity  : set(s)

5. □ with machine room □ without machine room 

6. □ Traction type  □ Hydraulic type 

7. Service floor  : stops/Floor code：                     □Not in line

8. Operation  : □ Simplex □ Duplex □ Car group control

9. Control : □ AC-VVVF □ Others

10. Main power : Power for light：

12. Hoistway dim : (W) x  (D)mm OH： mm  

13. Car dim : (W) x  (D) x (H)mm Travel： mm Pit： mm     

14. Door opening : (W) x  (H) □ CO □ 2S □ Others：

15. Landing door material : 

16. Jamb material : □Wide □Transom □Narrow

17. Car material  : Car floor material  :

18. Ceiling code : 

19. COP code : Faceplate material  :

20. HOP code : Faceplate material  :

21. Optional device :

Inquiry data



Fuji Elevator Co., Ltd (JAPAN)
Taipei, Taiwan - The only foreign technological 

cooperation, and production base.
FUJI-SUN RISE MECHANICAL ELECTRONIC CO., LTD.

Overseas' Solo Agent

FUJI(FAR EAST) INDUSTRY CO., LTD.
7F, No. 341, Sec. 5, Nanking E.Rd. Taipei, Taiwan.

TEL:(02)27621262    FAX:(02)27603753

Plant : Taiwan and Mainland China

E-mail : fuji.export@msa.hinet.net

http://www.fuji-elevator.com.tw
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